The American 8 and 12 Drum Sanders represent the worldwide
benchmark for professional drum sanding equipment.

The rugged cast aluminum construction, powerful motor and
unique operating and drum leveling controls combine to make
the most aggressive and most productive drum sanders available.

Because Pride Still Matters.

American 8 & 12

Drum Sanders

e Worldwide quality benchmark
* Rugged cast aluminum build

e Powerful fully-enclosed motor
e Unique drum operating control
* 8 or 12 inch cutting paths

Clarke

American Sanders




SPECIFICATIONS American 8 American 12

part Number 07032C (steel wheels) 07044C (steel wheels)
07105A (urethane wheels) 07108A (urethane wheels)

Electrical 208-230 V /60 Hz* 208-230 V /60 Hz

Motor 60 Hz - 4 hp continuous, 7.5 peak**

Motor Starter Electronic

Drive 3V belt

Bag Capacity 413

Drum Speed 2,400/ 2,800 RPM 2,000/ 2,400 RPM

Power Cable 100 ft 10-3 grey rubber covered

Dust Fan Speed 6,000 RPM 5,000 RPM

Vacuum Airflow 210 CFM 280 CFM

Sanding Pressure Infinitely adjustable

Wheels Urethane or steel

Dimensions 36inx 14inx 37 in 39inx17inx37in

Weight 275 b 320 Ib

*Also available in 230 V /50 Hz
**3 hp at 230 V /50 Hz with a 2.2 kw

Specifications are subject to change without notice.

What enhances its productivity? e Large dust bag capacity e Heavy grey rubber cover on

e Dynamically balanced drum * High filtration for airborne dust power cable

vibration reduces chatter marks e Full width front bumper

What are the safety features?

e Drum pressure control allows
infinite pressure variation for all
types of wood

* On/off switch provides additional * Rugged cast aluminum

overload protection What are the accessories?

¢ Trailing cable support assists in e Steel and urethane wheels
keeping power cable out of the
cutting path

e Powerful fully-enclosed motor

maintains speed * Extra sandpaper
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www.americansanders.com
1 Eclipse Road e Sparta, NC 28675
Phone: 336-372-8080 or 800-367-3550



