
Capacity 
120 18ga  
‘‘L‘‘ EDGE nails only

Operating pressure
100-110 psi (6,9 -7,6 bar)

Applications
1/2’’ to 3/4’’ (12 to 19mm) 
flooring

Wood
Solid and Engineered

PNEUMATIC, 18GA  
the  EDGE nailer
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Tel : 1 (418) 522-7744
USA / CAN : 1 (800) 363-1962 
Fax : 1 (418) 522-7466
sales@primatech.ca
www.primatech.ca

1135, Jérémie-Fortin
Québec, QC  G1J 1R8
Canada

900A900A

Developed with the “end-wall reach” in mind 
the EDGE nailer will save you up to 50%  
of the finishing process on every job.

Spend less time on your knees, create a  
neater job-site, reduce installation time  
and minimize future call backs.

Speed, Comfort and Precision  
with Primatech Tools.

Floor boards racked to the end-wall.  
the EDGE is designed to nail up to the last full 
board with maximum holding power and efficiency. 
Combined with 18ga Edge nails this system  
is designed for most solid and engineered boards 
with a hard core.

Constant pressure and tension throughout  
the work process provide a more uniform and 
professional installation. Using hardwood floor 
fasteners will do for an optimum installation. 

Only need one per team. the EDGE is the perfect 
tool for hallways, closets, end walls, railings,  
radius, cabinets, stair casings, jambs and trim,  
custom floors fixtures, appliances and much more.

Save up to 50%  
of the finishing process  

on every job.
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